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With ClipWay software, you have 3 main functions to store 
and forward your video files.

Capture Compression Transmission

STARTING

1.	 Start ClipWay.

2.	 Connect your video camera with a firewire / IEEE 1394 cable. This will be 
the connection between your PC and your video camera.

IEEE 1394 cable carries video, sound and a 
remote control signal (camcorder, VTR).

From now on, this icon	    indicates that you are able to 
capture a video.

DV Source Computer

Link
S400

IEEE1394
FireWire
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CAPTURE

The capture function allows you to capture a video stream from any DV 
source.

1.	 To begin the capture step, click on
The capture tool is now displayed.

If you want to capture a video previously recorded on your camera, your 
video camera should be switched to the «player» mode. If you want to 
capture it live, switch to the «camera» mode.

Once the software has detected your video camera, you can
directly control your camera and video from the remote control
While viewing the video, video time code is displayed in the bottom left 
corner of the player.

2.	 Click on	           to start the capture, click again to stop recording.

ATTENTION

1.	 You cannot capture new footage if a file is selected in the list.

2.	 To split the audio in 2 tracks double-click on

3.	 Clip duration is displayed while being captured (green colour) in the 
bottom right corner of the player.
The blue time code is the one from your camera.

4.	 The captured clip is now listed in the ClipWay list. Its duration and an 
estimated transmission time (depending on its compression, by default P4) 
are indicated.

5.	 To name it and/or to add a comment, double-click on the file name.
The file is underlined when a comment has been added.
The file’s name can be changed up until you start the transmission.

6.	 The audio level setting has no impact on the recording level.
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COMPRESSION

Video quality 
setting

Compression

Estimated 
compression time

Video bit rate

By selecting a GREEN file, you can play it, compress it or delete it.
A DV file cannot be transferred. Notice that the transfer tool is disabled 
when a GREEN file is selected.

1.	 Select the video(s) you want to compress. Then click on
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2.	 Choose the compression rate.

3.	 To compress more than one file, select them using the shift key. They will 
be compressed one after another.

4.	 Click on	      to run the compression.

5.	 The «audio only» compression allows to add 2 sounds channels coming 
from DV tape with 128 Kbits/s bit rate.

Once compressed, the file will be displayed in BLUE in the list.
 You can see:

	 - Standard : P=PAL, N=NTSC
	 - Compression quality
	 - Duration
	 - Transmission time / size

The icon           heading the compressed clips becomes

Your file(s) is/are now ready to be transmitted.

ATTENTION : If you want a good quality video, do not compress it with a low rate.

For your information : 

1 2 3 4

Video Size CIF (1/4 screen) FS (full screen)

PAL Format
360*288 720*576

25 frames / seconde

NTSC 
Format

360*240 720*480

30 frames / seconde

Bit Rate 600 Kps 900 Kps 1500 Kps 2100 Kps
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TRANSMISSION

Speed 
transmission

Name

IP address

The «Speed transmission» parameter indicates the estimated transmission 
time.

4.	 Select an address then click on  

You can see the speed of transmission, the time left, and the progress.
Information of transmission indicates the speed of transmission as it is being 
transmitted.

5.	 If you want to transfer more than one file, select them using the Shift key. 
They will be sent one after another.

ATTENTION : Once the files are transferred, they will disappear from the list.
To know where to find them, read the «ClipWay Tips» chapter.

A BLUE file can be played, transmitted or deleted.
ClipWay will transmit to an IP address or to the phone number of a selected 
ClipWay server.

1.	 By clicking on           without selecting a file, you will test your speed of 
transmission.

2.	 Select the video(s) to be transferred and click on

3.	 By clicking on	           you will edit your connection features. The 
parameters (name, IP address, comment, speed transmission) can be 
modified.

Recipient selection
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Once the file is attached, it will appear as a YELLOW file into ClipWay list 
with this icon

You can also drag and drop your attached file into ClipWay list.

1.	 Attached file:

To attach a file to a transmission, click on

While the explorer is open, select your file and click on

The attached file is always a copy of the source in the transmission folder.

Choose the file to be added :

Cancel

Validate

OTHERS FUNCTIONS
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2.	 Player.

Click on

The selected file (BLUE or GREEN) will be played by the video player.
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INTERFACE & FUNCTIONS

When you select a file, you can:

	 • Compress and transmit it.
	 • Play it.
	 • Know the size (click on transmission duration).
	 • Change its name and/or add a comment (double click on the
	    name’s folder). 
	 • Delete it.

When no file is selected, you can:

	 • Capture a video.
	 • Attach any file.
	 • Run a connection test.

Compress

Capture Transmit

File’s name

Close

Attach a file

View

Delete

Quality of compression

Video duration

Estimated transmission 
time
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CLIPWAY TIPS

1.	 The button’s position show the able/disable states. 

Disable Able

2.	 In case of disconnection during transmission, no data sent will be 
lost. Automatic reconnection is initiated until the clip transmission is fully 
completed. 
When the transmission ends, all clips and files disappear from the ClipWay 
list and are backed-up during 7 days in the folder.

3.	 To find a DV file (GREEN):

			   C:\CW_video\Capture\History

	 To find a WM9 file (BLUE):

			   C:\CW_video\Trans\History 

	 Use ClipWay «Attach a file» tool, if you want to insert the file in the 
ClipWay list.

4.	 History files will be deleted after the specified history time (default value: 
7 days).

5.	 The edited video files must be exported from the video editor in a .dv or 
.avi format (type I or II).

PAL DV format settings
Video:		  PAL 25 fps
Sound:		  16 bits, 48 KHz, locked
Color:		  CCR 601

NTSC DV format settings
Video:		  NTSC 30 fps
Sound:		  16 bits, 48 KHz, locked
Color:		  CCR 601
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7.	 To move Media ClipWay windows, press and move the corners

Do the same for the ClipWay tool bar on the bottom corner. 
When you click on the head corner, all ClipWay windows will go back around 
Clipway tool bar.

8.	 Exit

If you need to exit the software: ctrl + alt + left click on the bottom left 
corner

VOCABULARY

DV			  Digital Video
PAL		  Format Européen 25 images /seconde
NTSC		  Format US 30 images/seconde
IEEE 1394	 Fire Wire 
TIME CODE	 Temps code: hh.mm.ss.ii	       	
WM9		  Windows Media 9
WMV		  Windows Media Video

IEEE1394
FireWire

Vidéo

Audio 1,2

Analog 
source

 PAL/NTSC

 PAL/NTSC    DV
Converter

Computer

6.	 To capture PAL or NTSC analog video sources (SX, VHS,etc), use an 
external converter «Analog to DV» to get a DV format stream.
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